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Bellco Glass, Inc. services available for
 products and customers:
Technical Support
Customer Service
Application Support
Hardware Support
Sterilization 
Amber coloring
Plastic coating
) (
Fans take air from the chamber top, pass it over the 1100 watt heater and re-inject it into the chamber on the back wall.
A safety thermostat is included to prevent over-temperature failures. Shelf brackets are included for mounting of optional shelves. 
) (
PRODUCT QUALITY
Bellco Glass, Inc. guarantees quality in each and every product that goes out the door, from start to finish. With our strict QC policies and procedures, you can safely bet that you will get the best products Bellco Glass, Inc. has to offer with every single order.
OUR VISION
We will continue to move forward into the future with quality manufacturing, quality raw materials, and constantly redefining and upgrading our internal processes, thus, making us one of the best biotechnology manufacturing companies in the world.
) (
Bellco 
Incubators are designed 
for easy movement of 
Bellco’s
 Cell Prod
uction Roller Apparatus (CPRA) 
Digital temperature control and monitoring
Embedded over temperature safety protection
Internal electrical sockets for easy installation of Roller Apparatus
Single
 pane viewing window
) (
Bellco Glass, Inc. presents
) (
S/W Roll-In Incubator, 38
 
CuFt
SKU :
 7
728-95220
)
 (
Bellco Glass, Inc.
Biotechnology Manufacturing
)	
[image: ] (
220 +/-2
0VAC, 50/60 Hz Line Voltage, 10 Amp 230V 50Hz Average Power Consumption
Watts: 1500
Dimensions: exterior: 41″w x 31″d x 87″h (101.6 x 76 x 221cm)
interior: 35″w x 26″d x 76″h (89 x 66 x 193cm)
Volume: 38 cubic ft. (1076 L)
Temperature Control Range: ambient +8ºC to 70ºC
Temperature Uniformity: +/-1.5º @ 37°C or better
Material of Construction: Painted cold rolled steel
Shipping weight: 700lbs
Environmental conditions, operating: indoor use, pollution degree 2, 9ºC to 70ºC, relative humidity 0-90% non-condensing
Environmental conditions,  non-operating: -10ºC to 60ºC, relative humidity 95% maximum
) (
TECHNICAL SUPPORT
Technical support is available to all of our customers from inquiry to purchase and through the use of the product. Our 
service department is dedicated to ensuring the best white glove service to you as possible and to providing quality inspection and review of your concerns, should they arise. 
CUSTOMIZATION
A lot of i
tems that come out of Bellco Glass, Inc. go through a customization process. A customer will come to us with a specific need. Our engineering department will review the item and its capabilities to do whatever we can to create a custom item to perform exactly how you need it to. Contact us today for your customized quote. 
QUALITY GLASS
Our manufacturing facility uses 
Type 1 Class A borosilicate glass. This is a type of glass that is of superior thermal and chemical resistance and specifically designed for volumetric glassware, providing you with products that give you longevity of use.
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Specifications
) (
*
DISCLAIMER :
The
 information contained in this specification sheet is correct to the best of our knowledge. The recommendations and suggestions therein are made without guarantee or representation as to the results. We recommend that adequate tests be made in your laboratory or plant to determine if this product meets all of your requirements.
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